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 MODEL LOADED LOADED

WEIGHT MOMENT

(LBS) (FT-LBS)

SINGLE ARM SURGICAL LIGHT 91 342

DUAL ARM SURGICAL LIGHT 176 779

TRIPLE ARM SURGICAL LIGHT 314 1728

SATELITE 939 2338

BLUE 30/80 MINOR LIGHT 132 221

LUCEA 50/100 SURGICAL LIGHT 64 219

1. USE HEAVIEST UNITS AND MAX TORQUES ON THE TABLE  FOR  

DESIGNING THE STRUCTURE IF THE MODELS ARE UNKNOWN AT THE 

TIME OF DESIGN

2. WHEN PLACING MULTIPLE PIECES OF EQUIPMENT ON A TANDEM

MOUNT, ADD WEIGHTS AND MOMENTS FOR EACH PIECE FROM 

ABOVE FOR STRUCTURE DESIGN

 MODEL LOADED LOADED

WEIGHT MOMENT

                     (LBS)  (FT-LBS)

PLG 14.0        194              262

PLG LL6.14    232 599

PLG LL9.14    240 784

PLG MM6.14    251 614

PLG MM9.14    264 809

PLG MM12.14    276 1015

LL 6-0             783 2076

LL 9-0             617 2076

LL 6-6             536 2076

LL 9-6            467 2076

LL 9-9             423 2076

MCARRIER 0-9 376 825

MCARRIER 0-11 341 871

MCARRIER 6-9 460 1502

MCARRIER 6-11 425 1481

MCARRIER 9-9 471 1921

MCARRIER 9-11 436 2041

MM 6-0           893 2366

MM 9-0           816 2815

MM 12-0         683 2822

MM 6-6           708 2822

MM 9-6           617 2822

 MODEL LOADED LOADED

WEIGHT MOMENT                      

(LBS)       (FT-LBS)

MM 9-9           560 2829

MM 12-6         553 2829

MM 12-9         512 2822

MM 12-12       481 2829

HM 9-0            933 3228

HM 12-0          822 3422

HM 9-9            670 3458

HM 12-9         617 3481

HM 12-12    578 3481

HH 6-6  1036 4204

HH 9-6  1054 5145

HH 9-9           1060 5955

HH 12-6        1052 5948

HH 12-9    959 5948

HH 12-12    891 5962

MPWR 0-8    645           1689

MPWR 0-10    543            1493

MPWR 6-8      768            3014

MPWR 6-10    631            2582

MPWR 9-8      758            3704

MPWR 9-10    649            3153

MPWR 12-8    805            4415

M-SCREEN 9-10 385 1724
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